BRICK PAVERS SHALL BE 8‘x 4‘x 2-1/2° ANTIQUE
RED PAVERS IN COLOR MEETING ADA SECTION 4.29.2.
(WHITACRE GREER ANTIQUE RED SHADE NO. 32 OR
APPROVED EQUAL>. PAVERS SHALL HAVE DETECTABLE
WARNING THAT CONSIST OF RAISED TRUNCATED DOMES
WITH A DIA, OF 0.9 IN, (23MM), A HEIGHT OF NOMINAL
0.2 IN. (SMM) AND A CENTER TO CENTER SPACING OF

NOMINAL 2.35 IN. (60MM).
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BRICK PAVERS SHALL BE 8x 4“x 2-1/2" ANTIQUE
RED PAVERS IN COLOR MEETING ADA SECTION 4.29.2.
(WHITACRE GREER ANTIQUE RED SHADE NO. 32 OR
APPROVED EQUAL). PAVERS SHALL HAVE DETECTABLE
WARNING THAT CONSIST OF RAISED TRUNCATED DOMES
WITH A DIA, OF 09 IN. (23MM)>, A HEIGHT OF NOMINAL
0.2 IN. (SMM) AND A CENTER TO CENTER SPACING OF

NOMINAL 2.35 IN. (60MM).
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BRICK PAVERS SHALL BE 8“x 4‘x 2-1/2° ANTIQUE
RED PAVERS IN COLOR MEETING ADA SECTION 4.29.2
(WHITACRE GREER ANTIQUE RED SHADE NO. 32 OR
APPROVED EQUAL>. PAVERS SHALL HAVE DETECTABLE
WARNING THAT CONSIST OF RAISED TRUNCATED DOMES
WITH A DIA. OF 0.9 IN, (23MM), A HEIGHT OF NOMINAL
0.2 IN. (SMM> AND A CENTER TO CENTER SPACING OF
NOMINAL 2.35 IN. (60MM).
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BRICK PAVERS SHALL BE 8‘x 4'x 2-1/2° ANTIQUE
RED PAVERS IN COLOR MEETING ADA SECTION 4.29.2.
(WHITACRE GREER ANTIQUE RED SHADE NO. 32 OR
APPROVED EQUAL). PAVERS SHALL HAVE DETECTABLE
WARNING THAT CONSIST OF RAISED TRUNCATED DOMES
WITH A DIA. OF 0.9 IN. (@3MM), A HEIGHT OF NOMINAL
0.2 IN. (SMM> AND A CENTER TO CENTER SPACING OF
NOMINAL 2.35 IN. (60MM).
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BRICK PAVERS SHALL BE 8’x 4‘x 2-1/2° ANTIQUE
RED PAVERS IN COLOR MEETING ADA SECTION 4.29.2.
(WHITACRE GREER ANTIQUE RED SHADE NO. 32 OR
APPROVED EQUAL>. PAVERS SHALL HAVE DETECTABLE
WARNING THAT CONSIST OF RAISED TRUNCATED DOMES
WITH A DIA, OF 0.9 IN, (23MM), A HEIGHT OF NOMINAL
0.2 IN. (SMM> AND A CENTER TO CENTER SPACING OF
NOMINAL 2.35 IN. ¢60MM.
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